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11.00 INTRODUCTION AND GOALS 

 
It is the goal of this chapter to provide safe and convenient pedestrian access ways to all 
residential, commercial, office, and industrial developments.  Sidewalks shall be installed in all 
subdivisions unless a waiver has been granted by the City of Champaign.  Sidewalk shall be 
installed, repaired or upgraded as needed on any individual site development / redevelopment 
as determined by the Right-Of-Way (ROW) Inspector. 

 

11.01 ADMINISTRATION 
 

A. Repair or reconstruction of existing sidewalks:  Per the direction of the City ROW 
Inspector, any sidewalk work shall be done per the standards outlined in the sidewalk 
section of Chapter 25 of this Manual and the following criteria of this chapter: 

 
1. Traffic Control shall be provided for all sidewalk construction including the 

necessary means of keeping both contractor and pedestrian safe during 
construction of sidewalks.  This may include the use of construction signs, 
barricades, lighting, and / or directing traffic (with traffic control flaggers if 
necessary.) 

 
2. ROW Permits:  The necessary ROW permits shall be obtained from the ROW 

inspector as per Chapter 25 of this Manual. 
 

B. Construction of sidewalks in new subdivisions:  Construction of sidewalks in new 
subdivisions shall be per the IDOT Standard Specifications and the requirements of this 
Manual. 

 
C. Referenced Standards:  The following standards are referenced in this chapter and 

shall be used as an additional guide during design and construction of sidewalks, ramps 
and pedestrian crossings within the City ROW.  In any case where a conflict is noted, 
the specifications outlined in this chapter shall supersede any of the referenced 
standards. 

 
1. The City of Champaign Municipal Code 
 
2. IDOT Standard Specifications for Road and Bridge Construction 
 
3. IDOT Highway Standards 
 
4. IDOT Construction Manual 
 
5. Public Right-of-Way Accessibility Guidelines (PROWAG) created by the United 

States Access Board, an independent agency devoted to accessibility for people 
with disabilities. 

 

11.02 STANDARDS 
 

A. Thickness:  All sidewalks shall be a minimum of 6 in. thick.  Sidewalks at driveway 
locations shall be thickened to match the thickness of the driveway pavement. 

 
B. Width:  Sidewalks shall not be less than 5 ft. in width; sidewalks in high traffic areas, 

including the commercial, downtown and campus districts, may require a 6 ft. width or 
greater, as determined by the City ROW Inspector. 
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C. Subgrade:  Sidewalk subgrade material shall be free of debris, organic material, plastic 

clays, and other material prone to freeze-thaw damage.  Subgrade material shall be 
compacted per IDOT standards to prevent settling under the traffic of building materials 
delivery vehicles. 

 
D. Location:  Sidewalks shall be located on both sides of the street within the right-of-way.  

There is to be a minimum one foot space between the outside edge of the sidewalk and 
the right-of-way / property line.  If excessive distance is between street crossings, mid-
block sidewalks shall be located as per Section 8.02 of this Manual. 

 
E. Access:  For developments where normal street configuration does not provide 

adequate pedestrian access to schools, parks, commercial centers, or other pedestrian 
traffic generators, alternate pedestrian access ways shall be provided within a dedicated 
public right-of-way. 

 
F. PROWAG:  All sidewalks shall conform to current Public Right-of-Way Accessibility 

Guidelines (PROWAG) standards. 
 
G. Minimum Geometry Requirements:  Sidewalk geometry shall comply with this manual, 

State of Illinois requirements, and PROWAG requirements.  Minimum geometry 
requirements shall include but not be limited to the following: 

 
1. Grade (longitudinal slope) shall not exceed 8% (1 in. per 1 ft.).  Landings shall be 

provided at regular intervals as per the current PROWAG guidelines. 
 
2. Cross Slope (transverse slope) standard shall be 2% (1/4 in. per ft.) downward in 

the direction of the back of curb.  In no case shall the sidewalk cross slope be less 
than 2% or more than 4%. 

 
3. Ramps:  Accessible ramps shall be provide at all necessary locations per IDOT 

and PROWAG requirements.  Minimum face to face of curb width on sidewalk 
ramps shall be 5 ft. 

 
H. Material Requirements:  Sidewalks shall be constructed of Portland Cement Concrete 

(PCC) from an IDOT approved plant using IDOT approved mix design and material.  
Alternative sidewalk pavement materials that provide stormwater benefits, such as 
porous concrete, may be approved by the City Engineer on a case by case basis.  

  
I. Construction Requirements:  Sidewalks shall be constructed per these standards and 

the requirements of Chapter 25—Right-of-Way Construction Requirements.  
 

1. Forms:  Steel forms shall be used.  Lumber forms may be used when constructing 
sidewalk ramps, curved pavement, or small projects.  However, in no case shall 
sidewalk be less than 6 in. thick. 

 
2. Expansion Joints:  Expansion joints, 3/4 in. thickness, should be placed only at 

junctions of pavement and sidewalk, and at the intersection of sidewalks. 
 

3. Detectable Warnings:  Only approved truncated dome detectable warning panels 
are allowed.  Transverse grooving, diamond impressions and other designs are 
not allowed. 
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4. Constructed Width:  When constructing sidewalk ramps, the minimum sidewalk is 
5 ft.  Sidewalk ramp curbs shall be installed such that the 5 ft. width minimum is 
not compromised, i.e. the 5 ft. width shall be maintained throughout—face to face 
of sidewalk curbs. 
 

5. Timing:  Sidewalks should be constructed prior to occupancy of buildings / 
subdivision.  Forms shall be stripped in accordance with the IDOT standard 
specification and the sidewalk shall be backfilled immediately after the forms are 
stripped. 

 
6. Inspection and Testing:  All inspecting and testing procedures shall be followed as 

stated in the Illinois Department of Transportation Construction Manual. 
 

11.03 STANDARD ATTACHMENTS 
 

The following attachments provide additional guidance for the design and construction of 
ramps, sidewalks and pedestrian crossings.  Where applicable, these standards should be 
followed and incorporated into project plans and specifications. 
 
Standard Attachment 11.01 - IDOT Std 424001-08 Perpendicular Curb Ramps For Sidewalks 
Standard Attachment 11.02 - IDOT Std 424006-02 Diagonal Curb Ramps for Sidewalks 
Standard Attachment 11.03 - IDOT Std 424011-02 Corner Parallel Curb Ramps for Sidewalks 
Standard Attachment 11.04 - IDOT Std 424016-02 Mid-block Curb Ramps for Sidewalks 
Standard Attachment 11.05 - IDOT Std 424021-03 Depressed Corner for Sidewalks 
Standard Attachment 11.06 - IDOT Std 424026-01 Entrance/Alley Pedestrian Crossings 
Standard Attachment 11.07 - IDOT Std 424031-01 Median Pedestrian Crossings 
Standard Attachment 11.08 - Typical Ramp Slopes on Reconstruction Projects
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       Standard Attachment 11.01 (Sheet 1 of 2) 
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       Standard Attachment 11.01 (Sheet 2 of 2) 
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         Standard Attachment 11.02 
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         Standard Attachment 11.03 
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         Standard Attachment 11.04 
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         Standard Attachment 11.05 
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         Standard Attachment 11.06 
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         Standard Attachment 11.07 
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         Standard Attachment 11.08 
 

 
 
 
 


